
 Material technical specification 

Armaloy®
 

Styrenic based composite material 

 

The information in this technical description is for reference purposes only. It can be considered as the basis for determining whether material is acceptable 

for specific applications. Because it is not possible to anticipate all applications of materials and operating conditions, POLYPLASTIC makes no warranty and 

assumes no liability for the use of the information specified in the catalog. This information may be changed without notice. 

 

Армалой ПК/АБС МН 20-1АП-9010 
 
20% mineral filled PC/ABS blend with good flow behavior. Flame retardant grade.  
 

 
Method Unit Data 

PHYSICAL 

Density ISO 1183 g/cm3 1,3 

Melt Flow Rate (260oC; 5 kg) ISO 1133 g/10 min 105 

Shrinkage (flow) ISO 294-4 % 0,2-0,5 

Shrinkage (across-flow) ISO 294-4 % 0,2-0,5 

MECHANICAL  

Tensile strength at break (5 mm/min) ASTM D 638 MPa 55 

Elongation at break (5 mm/min) ASTM D 638 % 6 

Flexural Modulus ASTM D 790 MPa 4050 

Flexural Stress (2 mm/min) ASTM D 790 MPa 110 

IMPACT 

Charpy Notched impact strength at 23°C ISO 179/1eA kJ/m2 3,5 

Izod  Notchced Impact Strength at +23 °C, method A ASTM D 256 kJ/ m2 4,1 

THERMAL 

Heat deflection temperature, 1,8 Mpa ISO 75-2 °C 83 

FLAMMABILITY 

Flame rating (2 mm) UL 94  V-0 

Flame rating (1 mm) UL 94  V-0 

PROCESSING PARAMETERS    

Processing (Melt) Temperature  °C 260 

Mold temperature  °C 90 
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