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The information in this technical description is for reference purposes only. It can be considered as the basis for determining whether material is acceptable for 

specific applications. Because it is not possible to anticipate all applications of materials and operating conditions, POLYPLASTIC makes no warranty and assumes no 

liability for the use of the information specified in the catalog. This information may be changed without notice. 

 

Material technical specification 

Armlen® 
 

Armlen PP GF 40-6HS-9010 (black) 
40% chemically coupled glass fiber filled polypropylene, thermostabilized, black 
colored, for structural part application. 

 Method Unit Data 

  
Physical-Mechanical 

  
  

   
   

Filler content  ISO1172 % 40 

Density ISO1183 g/sm3 1.23 

Flexural Stress at Break  ISO 178  
 

MРa 148 

Flexural modulus ISO 178 MPa 7900 

Charpy impact strength unnotched at 23°C ISO 180/1fU kJ/m2 70 

Charpy impact strength unnotched at -40°C ISO 180/1fU kJ/m2 58 

Thermal    

HDT,1.80MPa ISO 75A °C 150 

Technical    

MFR (230°С; 2,16kg) ISO 1133 g/10min 5-10 

Shrinkage (parallel) ISO 294-4 % 0.2-0.6 

Shrinkage (transversal) ISO 294-4 % 0.2-0.6 

Processing parameters    

Melt temperature  °С 245 

Mould temperature  °С 60 

Drying temperature  °С 85 

Drying time  h 1-2 

Comment: 
*drying is not necessary needed in case material is stored in dry warehouse 
Date of issue 01.06.2015. 
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