
 Material technical specification 

Armlen®
 

Polyolefin based composite material 

 

The information in this technical description is for reference purposes only. It can be considered as the basis for determining whether material is acceptable 

for specific applications. Because it is not possible to anticipate all applications of materials and operating conditions, POLYPLASTIC makes no warranty and 

assumes no liability for the use of the information specified in the catalog. This information may be changed without notice. 

 

Armlen PP MF 20-3IM 
 
20% Talc filled Impact modified Polypropylene compound, designed for automotive application. 
Instrumental panel, exterior and interior trims. UV-stabilized. 

 

 
 

Method Unit Data 

PHYSICAL-MECHANICAL     

Density ISO 1183 kg/m3 1020-1035 

Tensile strength at yield ISO 527 MPa 22 

Tensile elongation at break ISO 527 % 80 

Flexural stress at max. load ISO 178 MPa 30 

Flexural modulus ISO 178 MPa 1800 

Charpy impact strength notched at +23°C ISO 179/1eU kJ/m2 30 

Charpy impact strength notched at -30°C ISO 179/1eU kJ/m2 5 

THERMAL    

Melting point ISO 11357 °C 162 

HDT, 0,45 MPa ISO 75A °C 108 

HDT, 1,8 MPa ISO 75A °C 60 

TECHNICAL    

MFR (230°С; 2,16kg) ISO 1133 g/10min 13-16 

Shrinkage ISO 294-4 % 0,8-1,0 

PROCESSING PARAMETERS    

Melt temperature  °С 235±5 

Mold temperature  °С 60 
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