
 Technical Data Sheet 

Armlen®
 

Polypropylene’s compound 

 

The information in this technical description is for reference purposes only. It can be considered as the basis for determining whether material is acceptable 

for specific applications. Because it is not possible to anticipate all applications of materials and operating conditions, POLYPLASTIC makes no warranty and 

assumes no liability for the use of the information specified in the catalog. This information may be changed without notice. 

 

 
 
Armlen PP MF 30-4IM  
Impact modified 30% filled polypropylene composite material for exterior trims, UV- 
resistant. 

 
 

Method Unit Data 

  
Physical-Mechanical 

  
  

   
   

Density ISO 1183 kg/m3 1150 

Ash content ISO 3451-1 % 30 

Tensile strength at yield  ISO 527-2 MPa 18 

Flexural modulus ISO 178 MPa 2200 

Izod impact strength notched at 23°C ISO 180/A kJ/m2 7 

Izod impact strength notched at -30°C ISO 180/А kJ/m2 3 

Thermal    

HDT, 1,8 MPa ISO 75A °C 56 

Technical 
 

  

MFR (230°С; 2,16kg) ISO 1133 g/10min 25-27 

Shrinkage ISO 294-4 % 1.1-1,2 

Processing parameters    

Melt temperature  °С 225±5 

Mould temperature   60 

Drying temperature  °С - 

Drying time  h - 

 
Comment: 
* drying is not necessary needed in case material is stored in dry warehouse 
Date of issue 05.03.2018. 
 

 
 
 
 
 
 
 
 
 
 
 


